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Thank you for choosing this product. 
This user manual contains important information on safety and instructions intended to 
assist you in the operation and maintenance of your appliance. 
Please take the time to read this user manual before using your appliance and keep this 
book for future reference.

Icon Type Meaning

WARNING Serious injury or death risk

RISK OF ELECTRIC SHOCK Dangerous voltage risk

FIRE Warning; Risk of fire / flammable materials

CAUTION Injury or property damage risk

IMPORTANT Operating the system correctly
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1  SAFETY INSTRUCTIONS

1.1  General Safety Warnings
•  Read these instructions carefully before using your 

appliance and keep this manual for future reference.
 Please check the packaging of your machine 
before installation and the outer surface of the 
machine once the packaging has been removed. Do 
not operate the machine if it appears damaged or if 
the packaging has been opened.
•  Packaging materials protect your machine from any 

damage that might occur during transportation. The 
packaging materials are environmentally friendly 
as they are recyclable. Use of recycled material 
reduces raw material consumption and decreases 
waste production.

This appliance can be used by children aged from 
8 years and above, and by persons with reduced 
physical, sensory or mental capabilities or lack of 
experience and knowledge if they have been given 
supervision or instruction concerning the use of the 
appliance in a safe way and understand hazards 
involved. Children should not be allowed to play with 
the appliance.

 Remove packaging and keep it out of reach of 
children.

Keep children away from detergents and rinse 
aids.



EN - 5

There may be some residue left in the machine 
after washing. Keep children away from the machine 
when it is open.

1.2  Installation Warnings
•  Choose a suitable and safe place to install your 

machine.
•  Only original spare parts should be used with the 

machine.
Unplug the machine before installation.

Your machine must only be installed by an 
authorised service agent. Installation by anyone other 
than an authorised agent may cause your warranty to 
be void.

Check that the indoor electrical fuse system is 
connected in line with safety regulations.

 All electrical connections must match the values on 
the plate.

Ensure the machine does not stand on the 
electrical supply cable.

Never use an extension cord or a multiple socket 
connection.

 The plug should be accessible after the machine is 
installed.
•  After installation, run your machine unloaded for the 

first time.
The machine must not be plugged in during 

positioning.  
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Upper Cutlery Basket
The upper cutlery basket is designed for 
the placement of large and small cutlery 
and utensils.

The basket is easily removed from the 
dishwasher, therefore allows ease of use 
when removing your items, along with the 
basket, after washing.

The upper cutlery basket is composed of 
two pieces that can be separately removed. 
Remove the left or right section of the 
cutlery basket in order to obtain more 
space for items in the upper basket.

WARNING: Knives and other sharp objects 
must be placed horizontally in the cutlery 
basket.
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5.2 Alternative Basket Loads

Lower Basket 

Top Basket

Incorrect Loads
Incorrect loading can cause poor washing 
and drying performance. Please follow the 
manufacturer’s recommendations for a 
good performans result.
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Programme Duration 
(min) Description

Mini 14’ 14 Fastest program for lightly soiled and recently used dishes and suitable for 
4 place settings.

Quick 30’ 30 Suitable for lightly soiled dishes and quick wash. 

Eco ? Standard program for normally soiled daily using dishes with reduced 
energy and water consumptions.

Dual Pro Wash 60°C 113 Suitable for both lightly soiled delicate glassware on upper rack and 
heavily soiled crockery on lower rack.

Super 50’ 50 Suitable for normally soiled daily dishes with faster program.

Smart 30°C - 50°C 72 - 91 Auto program for normally soiled delicate dishes.

Smart 50°C - 70°C 109 - 179 Auto program for heavily soiled dishes.

Steam Wash 161 Suitable for heavily soiled dishes with effective cleaning by steam.

 NOTE: THE PROGRAMME DURATION MAY CHANGE ACCORDING TO THE 
AMOUNT OF DISHES, THE WATER TEMPERATURE, THE AMBIENT TEMPERATURE 
AND SELECTED ADDITIONAL FUNCTIONS.
• Only use powder detergent for short programmes.
• Mini 14’ and Quick 30’ programs do not include drying.
• To assist drying, we recommend slightly opening the door after a cycle is complete.



7. THE CONTROL PANEL

1. On/Off Button
2. Program Selection Button
2.1. Program Indicators
3. Delay Button
3.1. Delay Indicator
4. Remaining Time Indicator
5. Start/Pause Button
6. Options Button
7. Select Button
8. Child Lock Indicator
9. Rinse Aid Indicator
10. Tablet Indicator
11. Extra Hygiene Indicator
12. Half Load Indicators
13. Extra Drying Indicator
14. Extra Fast Indicator
15. Extra Silent Indicator
16. Washing Step Indicators
a- Washing Step Indicator
b- Rinse Step Indicator
c- Drying Step Indicator
d- End Step Indicator

1. On/Off Button
Turn the machine on by pressing the
On/Off button.

2. Program Selection Button
Select a suitable programme by pressing
the Programme button. The selected prog-
ram indicator (2.1) will be on. For the details
of the programs refer to section Program
Table.

3. Delay Button
You can delay the start time of the program-
me for 1-2...24 hours by pressing the delay
button (3) before the programme starts. The
delay indicator (3.1) will be on. If you want
to change the delay time,first press the
Start/Pause button and then the delay but-
ton to select a new delay time. To activate
the new delay time, press the Start/Pause
button. To cancel the delay, you need to
switch to 0 hour by using the delay when
the machine is paused.

4. Remaining Time Indicator
Programme flow can be monitored via the 
Wash,Rinse, Dry, End indicators and Remaining 
Time Indicator. 

5. Start/Pause Button
Press the Start/Pause button to start the 
programme. The wash lamp turns on and 
the Remaining Time Indicator shows the 
programme duration. It also indicates the 
remaining time during the programme flow. 
If you open the door of your machine when 
the programme is running the duration of the 
programme pauses,and related washing 
step indicator blinks.

6. Options Button
Options can be selected by pressing the 
Options button repeatedly. The chosen opti-
on will be indicated by a blinking LED.

7. Select Button
Select the option by pressing the Select 
button. The LED for the chosen option will 
then remain lit.

8. Child Lock Indicator: 
Child lock is activated/deactivated by pres-
sing select button (7) for about 3 seconds. 
When it is activated, all leds blink and “CL” 
is shown on Remaning Time Indicator (4) 
once. When it is deactivated, all lamps and 
“CL” blink twice. Child Lock indicator illumi-
nates while the Child Lock is active. 

9. Rinse Aid Indicator
When the rinse aid level is low, the rinse aid 
lack warning indicator  turns on and you 
should fill the rinse aid chamber.

10. Tablet Indicator
Select the Tablet Detergent function when 
using a combined detergent that contains 
salt, rinse aid or other extras. The Tablet 
Detergent Indicator will remain on for as 
long as it is selected. 
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11. Extra Hygiene Indicator
Select the Extra Hygiene function to 
increase the wash temperature, for a 
maximum hygiene washing operation. The 
Extra Hygiene Indicator will illuminate.

12.	Half Load Indicator
Select the Half Load function to choose 
which area of the dishwasher contains 
dishes to be washed. You can select 
both baskets, the upper basket only, or 
the lower basket only. Press the button 
until the indicator corresponding to the 
basket containing the dishes to be washed 
illuminates. The Half Load Indicator will 
illuminate while this function is in operation. 
Dishes placed in other areas will not be 
washed.

13. Extra Drying Indicator
If Extra Drying option is selected, extra
heating and drying steps will be added into
the selected program, so you can ensure
that your dishes will be extracted dryer.

14. Extra Fast Indicator
Select the Extra Fast function to decrease
the duration of a programme, providing
more economical water usage. The Extra
Fast Indicator will illuminate.

15.	Extra Silent Indicator
Select the Extra Silent function for a more 
sensitive and silent washing operation. The 
Extra Silent Indicator will illuminate. This 
option reduces the sound pressure level of 
the washing.

16. Washing Step Indicators
The display will show the indicator corres
ponding to the status of the programme in 
operation. While the Drying indicator is on, 
the machine will remain silent with respect 
to the programme you have selected for 
15 to 100 minutes.  
* Wash
* Rinse
* Dry
* End

NOTE: If you switch the machine to off 
position after selecting the delay time and 
the programme has started, the delayed 
time is cancelled.

NOTE:  To save any program as 
favourite program, press program selection 
(2) and delay (3) buttons at the same time. 
To select favourite program, press program 
selection button (2) for 3 seconds.
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7.1. Changing a programme 
If you would like to change the programme 
when the machine is already running.

Press the Start/
Pause button.

After the programme stops, select 
your desired programme via the 

programme selection button.

Start newly selected programme by 
pressing the Start/Pause button.

The new programme will resume 
the course of the old programme.

7.2. Cancelling a programme
If you would like to cancel a programme 
when it is running.

Press the Start/Pause
button for 3 seconds.

During cancellation, the 
End light blinks.
The machine discharges the water 
inside it in about 30 seconds.

When the End light turns on, 
switch your machine off by 
pressing the On/Off button.

7.3. Switching the Machine Off

Switch your machine off with On/Off button 
after the programme has ended and the 

End light turns on.

Pull the plug out of the outlet. Turn of the 
water tap.

NOTE: Do not open the door before the 
programme ends. 

NOTE: At the end of washing program-
me, you can leave the door of your machine 
ajar to hasten the drying. 

NOTE: If the door of machine is ope-
ned or power is cut off during washing the 
programme will continue when the door is 
closed or the power is restored.
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Buzzer Sound Control 
(Model Depending)
To change the buzzer sound level, follow 
the below steps: 
1. Open the door and press Option (6) and
Select (7) buttons at the same time for 3
seconds.
2. When sound setting is recognized,
buzzer gives a long sound and machine will
display last set level, from “S0” to “S3”.
3. To decrease sound level press Select
button (7). To increase sound level, press
Options button (6).
4. To save the selected sound level, turn off
the machine.
’’S0’’ level means all voices are off. Factory
setting is “S3”.

Save Power Mode 
To activate or deactivate save power mode, 
follow the below steps: 
1. Open the door and press Program (2)
and Option (6) buttons at the same time for
3 seconds.
2. After 3 seconds, the machine will display
last Setting, “IL1” or “IL0”.
3. When Save Power Mode is activated,
“IL1” will be displayed. On this mode,
interior lights (if avaliable) will turn off 2
minutes after the door is opened, and the
machine will turn off 15 minutes after any
intervention in order to save energy.
4. When Save Power Mode is deactivated
“IL0” will be displayed. If Save Power Mode
is deactive, interior lights will be on as long
as the door is open, and the machine will
always be on unless it is turned off by user.
5. To save the selected setting, turn off the
machine.
In factory setting, Save Power Mode is
active.

Natural Ion Tech (Model Depending) 
This function provides extra hygiene to the 
machine thanks to Ion Technology. It opera
tes as an independent program. This func
tion is activated by pressing Options button 
(6) for 3 seconds in ready state. At the end
of 3 seconds, “Ion” will be displayed which
indicates that Natural Ion Tech function is
activated. The button is released after “Ion”
is displayed. If there is no intervention by
user, 24 hours after activation of Natural Ion
Tech function, it is automatically cancelled.

NOTE: If machine is turned off, Natural Ion 
Tech function is cancelled.  

NOTE: Natural Ion Tech function does not 
work with any program. 

PureBeam & PureBeam+ (Model 
Depending)
This technology which have Ion and Light 
Technology together, provides to extra 
hygiene. It prevents bad odor during a 
washing program that includes a drying 
step. PureBeam function is activated or 
deactivated before starting program by 
pressing Options button (6) for 6 seconds. 
At the end of 6 seconds, “U1” will be 
displayed which indicates PureBeam 
function is activated. When it is 
deactivated, at the end of 6 seconds, “U0” 
will be displayed. PureBeam setting 
follows Natural Ion Tech setting. Default 
set is 
“UO”. 

NOTE: If user do not deactivate 
PureBeam function at the end of program, 
it will remain active until the machine turns 
off. 

NOTE: If PureBeam or Natural Ion Tech 
function is active, Natural Ion Tech warning 
led lights up like dimming during door is 
open.
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8 CLEANING AND 
MAINTENANCE
Cleaning your dishwasher is important to 
maintain the machine’s service life
Make sure that the water softening setting 
(If available) is done correctly and correct 
amount of detergent is used to prevent 
limescale accumulation. Refill the salt 
compartment when the salt sensor light 
comes on.Oil and limescale may build up in 
your Dishwasher over time. If this occurs:

• Fill the detergent compartment
but do not load any dishes. Select
a programme which runs at high
temperature and run the Dishwasher
empty. If this does not clean your
Dishwasher sufficiently, use a
cleaning agent designed for use with
dishwashers.

• To extend the life of your dishwasher,
clean the appliance regularly on each
month

• Wipe the door seals regularly with a
damp cloth to remove any accumulated
residue or foreign objects.

8.1 Filters

Clean the filters and spray arms at least 
once a week. If any food waste remains 
or foreign objects on the coarse and 
fine filters, remove them and clean them 
thoroughly with water.
a) Micro Filter  b) �Coarse Filter
c) Metal Filter

3 4

1 2

a

c

b

To remove and clean the filter combination, 
turn it counter clockwise and remove it by 
lifting it upwards (1).Pull the coarse filter 
out of the micro filter (2).Then pull and 
remove the metal filter (3).Rinse the filter 
with lots of water until it is free of residue. 
Reassemble the filters. Replace the filter 
insert, and rotate it clockwise (4).

• Never use your dishwasher without a
filter.

• Incorrect fitting of the filter will reduce
the washing effectiveness.

• Clean filters are necessary for proper
running of the machine.

8.2 Spray Arms

Make sure that the spray holes are not 
clogged and that no food waste or foreign 
object is stuck to the spray arms. If there is 
any clogging,remove the spray arms and 
clean them under water. To remove the 
upper spray arm undo the nut holding it in 
position by turning it clockwise and pulling 
it downwards. Make sure that the nut is 
properly tightened when refitting the upper
spray arm.



8.3 Drain Pump

Large food residues or foreign objects 
which were not captured by the filters may 
block the waste water pump. The rinsing 
water will then be above the filter.

 Warning Risk of cuts!
When cleaning the waste water pump,
ensure that you do not injure yourself on p
ieces of broken glass or pointed
implements.
In this case:
1. First always disconnect the appliance
from the power supply.
2. Take out baskets.
3. Remove the filters.
4. Scoop out water, use a sponge if requi-
red.
5.Check the area and remove any foreign
objects.
6. Install filters.
7. Re-insert baskets.
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9 TROUBLESHOOTING 

FAULT POSSIBLE CAUSE TROUBLESHOOTING

The programme does 
not start.

Your Dishwasher is not plugged in. Plug your Dishwasher in.

Your Dishwasher is not switched on. Switch your Dishwasher on by pressing the 
On/Off button.

Fuse blown. Check your indoor fuses.

Water inlet tap is closed. Turn on the water inlet tap.

Your Dishwasher door is open. Close the Dishwasher door.

Water inlet hose and machine filters 
are clogged.

Check the water inlet hose and machine 
filters and make sure they are not clogged.

Water remains inside 
the machine.

Water drain hose is clogged or 
twisted.

Check the drain hose, then either clean or 
untwist it.

The filters are clogged. Clean the filters.

The programme is not finished yet. Wait until the programme is finished.

Machine stops during 
washing.

Power failure. Check mains power.

Water inlet failure. Check water tap.

Shaking and hitting 
noises are heard during 
a wash operation.

The spray arm is hitting the dishes in 
the lower basket.

Move or remove items blocking the spray 
arm.

Partial food wastes 
remain on the dishes.

Dishes placed incorrectly, sprayed 
water not reaching affected dishes. Do not overload baskets.

Dishes leaning each another. Place dishes as instructed in the section on 
loading your dishwasher.

Not enough detergent used. Use the correct amount of detergent, as 
instructed in the programme table.

Wrong wash programme selected. Use the information in the programme table 
to select the most appropriate programme.

Spray arms clogged with food waste. Clean the holes in the spray arms with thin 
objects.

Filters or water drain pump clogged 
or filter misplaced.

Check the drain hose and filters are 
correctly fitted.
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FAULT POSSIBLE CAUSE TROUBLESHOOTING

Whitish stains remains 
on dishes.

Not enough detergent used. Use the correct amount of detergent, as 
instructed in the programme table.

Rinse aid dosage and/or water 
softener setting set too low.

Increase rinse aid and/or water softener 
level.

High water hardness level. Increase water softerner level and add salt.

Salt compartment cap not closed 
properly.

Check that the salt compartment cap is 
closed properly.

Dishes do not dry.
Drying option is not selected. Select a programme with a drying option.

Rinse aid dosage set too low. Increase rinse aid dosage setting.

Rust stains form on the 
dishes.

Stainless-steel quality of the dishes 
is insufficient. Use only dishwasher-proof sets.

High level of salt in wash water. Adjust the water hardness level using water 
hardness table.

Salt compartment cap not closed 
properly.

Check that the salt compartment cap is 
closed properly.

Too much salt spilled in the 
Dishwasher while filling it with salt.

Use funnel while filling salt to the 
compartment to avoid spillage. 

A poor mains grounding. Consult a qualified electrician immediately.

Detergent remains in the 
detergent compartment.

Detergent was added when the 
detergent compartment was wet.

Make sure detergent compartment is dry  
before use.
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AUTOMATIC FAULT WARNINGS AND WHAT TO DO

TROUBLE 
CODE POSSIBLE FAULT WHAT TO DO

FF Water inlet system failure

Make sure the water inlet tap is open and water is flowing.

Separate the inlet hose from the tap and clean the filter of 
the hose.

Contact for service if the error continues.

F5 Pressure system failure Contact for service.

F3 Continuous water input Close the tap and contact for service.

F2 Inability to discharge water

Water discharge hose and filters may be clogged.

Cancel the program.

If the error continues, contact for service.

F8 Heater error Contact for service.

F1 Overflow
Unplug the machine and close the tap.

Contact for service.

FE Faulty electronic card Contact for service.

F7 Overheating Contact for service.

F9 Diverter position error Contact for service.

F6 Faulty heater sensor Contact for service.

HI High voltage failure Contact for service.

LO Low voltage failure Contact for service.

The installation and repairing procedures should always carried out by the Authorised 
Service Agent in order to avoid possible risks. The manufacturer shall not be held liable 
for damages that may arise from procedures carried out by unauthorised persons. Repairs 
may be carried out by technicians only. If a component has to be replaced, ensure that only 
original spare parts are used.
Improper repairs or use of non-original spare parts may cause considerable damage and put 
the user at considerable risk.
Contact information for your customer service can be found on the back of this document. 
Function-relevant genuine spare parts according to the corresponding Ecodesign order can 
be obtained from Customer Service for a period of at least 10 years from the date on which 
your appliance was placed on the market within the European Economic Area.    
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